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Preface 
 

 

 
 

Many road design software products are available in the world. However, road 

designers still feel frustration sometimes in real road design procedure. Designers need 

to control more precisely over every elements of design while the software operates 

automatically. Smart Tech Ideas’ "SMART ROAD” is designed to satisfy these 

expectations. In Smart Road, designers have complete control of every elements of road 

design. 

Smart Road is developed on the basis of international standards which also including 

standard norms set by Department of Local Infrastructure Development and Agricultural 

Road (DOLIDAR), Department of Road (DOR) – Nepal, under consultation of highly 

experienced Civil engineers from Nepal, India and other countries. 

With Smart Road you can design all types of Roads in Nepal as well as in other 

countries. It is a full Plan; Profile & Cross section based road designing software 

which provides all the data and necessary drawings just about ready to print with 

proper sheet management functions. 

Smart Road supports both Baseline survey method (DTM) and Centerline survey 

method in a single package. All the design parameters can be given by the user 

according to the requirement of the individual’s project. It allows user to work with 

Plan, Profile and Cross-section simultaneously in a single window and has the facility 

of importing & exporting various types of design data from CSV file and Active Excel 

Application. Smart Road is fully equipped with the powerful functionalities such as 

design of Horizontal alignment, Vertical alignment, Cross- section etc. Users can 

customize structures (drains, walls, cross drain structures) according to their 

requirement and can also customize drawing templates for the printing. 



 
 

“Swift – Simple - Accurate” SMART ROAD 
 
 

Swift:  
Developed in latest cutting edge technology as well as powerful graphics library, Smart 

Road gives fast processing & data manipulation over other available software in Nepal.  

Use of NET Technology speeds up processing and use of OPENGL (Open Graphics 

Library) brings promptness to render graphics primitives. 
 

Simple 

Easy to use Graphical User Interface (GUI) with integrated single package for both 

Baseline survey method (DTM) and Centerline survey method. It allows user to work 

with Plan, Profile and Cross-section simultaneously in a single window and has the 

facility of Importing & exporting various types of design data from CSV file and Active 

Excel Application. 

Smart Road provides ready to print Drawing & Data output with proper sheet 

management which saves plenty of time for Road Designers. 

 

Accurate 

Smart Road is developed on the basis of systematic study & analysis of “Road 

Engineering & Designing” form the experience of Road Engineers from various 

countries. 

Drawing & Quantity generated by Smart Road is rigorously tested & tallied manually by 

various Road Engineers working for government agencies of Nepal. 

Since, Smart Road is developed on basis of standard civil engineering calculation & 

algorithms; accuracy in calculation of quantity & Geometric design is very high over 

available software in market. 
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Where and How to get Support 
 

 

 

Smart Tech Solution has a long tradition of supporting its customers. 

Since we constantly update and improve our products, we introduced 

Annual Smart Road Software Assurance (ASRSA) after free 45 Days 

of unlimited Phone/Fax/Email support. ASRSA is an annual 

maintenance and support contract which offers the following 

advantages: 

 
1. Full access to the latest updates of Smart Road via our download section. 

 
2. Downloadable Typical Cross Section and designs libraries. 

 
3. Up-to-date Smart Road manual in PDF form. 

 
4. Training as well as full technical support either by phone or by e-mail. 

 
Annual Smart Road Software Assurance (ASRSA) is the best way to 

protect your investment and keep up-to-date with the latest versions of 

SMART ROAD. 

 
Note: There is no charge for reporting errors or bugs in the program. 

For More Information, Log on to www.smartroad.com.np  
 

For Technical Support: 

 

(+977) - 01-5245027  
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Minimum System requirements 
 

 

 

□ Computer with Pentium III or Higher Processor. 

□ At least 128 MB RAM (512 MB Recommended). 

□ Display Adaptor with Minimum 32 MB Graphics Memory and 1024X768 

Screen Resolution Support. 

□ Operating System- Windows 2000/XP, Vista, Windows 7 and Windows 8. 

□ Microsoft .NET Framework 2.0 or Higher. 

□ Microsoft Excel 2003 or Higher. 

□ AutoCAD 2007 for Win 64 bit, AutoCAD 2012 for Win 64 bit or not 

required for Pro version. 

 

How to download online version of Smart Road on your Computer 
 

 

 

□ To download online Version of Smart Road, Go to registered Email ID in Smart 

Road where Serial No.: provided in to the user and Download file is attached. 

□ Download the install file sent to the registered Email ID. 

□ Installation procedure of the Smart Road Software is similar as like for USB 

Security Dongle (Key) (Offline version) as shown below. 

 

 

  



 
 

How to Install Smart Road on your Computer 
 

 

 

Smart Road comes with an installation s e t u p  F i l e  f o r  a USB Security Dongle 

(Key) or online version. Once you get the installation Kit, simply follow the below 

steps. 

 

For Installation of Smart Road in USB Security Dongle (Key) (Offline Version) or 

online version 

 

□ Insert Smart Road Installation File into your computers USB Drive. 

□ Once you insert the drive, the installation process starts automatically. If 

process doesn’t starts automatically then follow the steps below. 

□ Browse the drive and you will see some folders and some installation 

executable. 

□ Execute “Setup.exe” file by Double clicking or by other methods. 

□ Then the following Screen appears. 

 

 
 

 

□ Click Next. 

 

 
 



 
 

 
 

 

□ Click Next. 
 

 
 



 
 

 
 

□ Select Installation folder and User option then Click Next. 

 

Click Next to Confirm Installation. 

 



 
 

 
Wait until the process completed. 

 
 

 
Click Close to finish the Installation Process. 



 
 

How to Run Smart Road 
 

 

 

Once the Installation process is completed, you can find a shortcut Icon named “Smart 

Road” in your Desktop. Just double click the Icon or Right Click – then select “Open”. Or 

you can browse the all programs menu & go to STI Nepal and Select “Smart Road”. (Make 

sure the valid security dongle (Key) is plugged into the USB port correctly.) 

For Online Version of Smart Road, after the installation is completed, you can find a 

shortcut Icon named “Smart Road” in your Desktop. Just double click the Icon or Right 

Click – then select “Open”. Or you can browse the all programs menu & go to STI Nepal 

and Select “Smart Road”. Enter the serial number sent in registered Email ID and 

registered Email ID. 

 

 
 

 
 

  



 
 

The Smart Road’s Main Window 
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How to create a new Project 
 

 

 

To create a new project, go to File menu and select “Create New Project”. Or you 

can select appropriate icon from toolbar. 
After activating the command the following window appears. 

 

 
 

 

Provide the project details, select folder and provide project file name to save the 

project. Click “OK” to complete the process. 

Now a new project file is created in the given location with given file name. The following 

screen will be appeared with empty plan window and with activated menus and window 

navigator Tabs. 

 



 
 

 

 

 

 



 
 

How to Open an Existing Project 
 

 

 

To open an existing project, go to File menu and select “Open Project”. Or you 

can select appropriate icon from toolbar. 

After activating the command the following window appears. 
 

 

Browse the required folder and select an existing project with the file extension “.srp” 

And click Open. 

Or you can open project by just double clicking on Smart Road project file in windows 

explorer. Or you can just drag and drop a Smart Road project file in to the main window 

of Smart Road. 

 

How to Close the Current Project 
 

 

 

To close the current project, go to File menu and select “Close Project”. Or you can 

select the appropriate icon from the toolbar. 

 
 

How to Save the Current Project 
 

 

 

To save the current project, go to File menu and select “Save Project”. Or you can 

select the appropriate icon from the toolbar. 

 
 

How to Save As the Current Project 
 

 

 

To save as the current project, go to File menu and select “Save Project As”. Or 

you can select the appropriate icon from the toolbar. 



 
 

Global Settings 
 

 

 

After learning about the file handling, let’s move to the Global setting of the projects. 

The Global setting contains design parameters that will be applied by default to all the 

newly created projects, so you can set those parameters which will be the common to 

your all projects. But still you can change the parameters for each project 

individually. 

 

To set the Global Design Parameters, go to File menu and select “Global 

Settings”. And the following window appears. 

 

 

 
 

 

Now you can set the default value for the ROW, Start chainage, some carriage 

way settings, vertical alignment settings, super elevation and extra widening. We 

will explain details of these parameters in next topic. To save these parameters 

globally, just click on “Save” button.  

 

  



 
 

How to Change Design Parameters of the individual Project 
 

 

 

As we stated in the previous topic the design parameters can be changed for the 

individual project. So here you learn about how to provide the design parameters to 

individual projects. 

Once you have created or opened the project, go to “Data Input” Menu and 

select “Design Parameters”. And the same window from previous topic appears 

again. Now you can change the design parameters for the current project. 

 
 

Project information 
 

 

 

Project information allows you to change the project’s general information. You 

can change project Name, Location, Survey Date, Design Date. You can also 

define Datum and Zone for the co-ordinate system and also the North or South 

latitude in which your project is based on. 

 
 

Right of Way 
 

 

 

The right of way is the specific area of land that is acquire by the road along with its 

alignment. It is measured from centerline on either direction. 

 
 

Start Chainage 
 

 

 

Sometime the project needs to change the start chainage of the road as per the 

requirement, so this parameter allows you to assign start chainage with any numeric 

value. 

 
 

Start IP Number 
 

 

 

Sometime the project needs to change the start IP number of the road as per the 

requirement, so this parameter allows you to assign start IP with any numeric 

value. It helps to automatically change the number of IP in your project when you 

insert or delete any IP. 

 
 

Carriage Way 
 

 

 

The carriage way width is the actual width of the road where vehicle moves. You can 

specify the road width in total as per the requirement of your project. 

Camber is the slope of the carriage way provided to drain off the water from the 

surface of the road. You can specify value of camber in percentage according to 

the project standard and nature of the road surface. 

You can also specify the side of camber according to nature of the terrain by 



 
 

specifying the Side of the camber in the range of chainage. We will explain this in 

upcoming data input topics. 

 

Vertical Alignment Setting 
 

 

 

In this group you can specify the different parameters for the vertical alignment. 

Such as Design speed which depends on the type of road and the nature of the 

terrain, stopping sight distance which depends on the nature and design speed of 

the road, Minimum length of vertical curve, Maximum grade, and Minimum 

change in grade. 

Super Elevation 
 

 

 

Super elevation is provided to the road surface to neutralize the effect of 

Centrifugal force and to reduce the possibility of vehicle overturn in horizontal 

curves. You can choose the option weather to apply super elevation or not 

and also can specify the rate of introduction. We will explain in later topics 

about the input of super elevation values. 
 

Extra Widening 
 

 

 

Extra widening is the extra width of the carriage way provided to make the easy 

movement of vehicles in bends where the radius of horizontal curve is less. You 

can choose the option whether to apply extra widening or not and also can 

specify the rate of introduction. We will explain in later topics about the input of 

extra widening values. 
 

Horizontal Alignment Setting 
 

 

 

You can specify the minimum length of the Horizontal curve to apply the super 

elevation and extra widening. 
 

Write Chainage 
 

 

 

Go to Data Input in the menu bar and then select “Design Parameters”. After 

opening the Design Parameters, go to Write Chainage and then set Chainage 

Interval in meters, choose true/false for showing/hiding BC, MC& EC chainage, 

give the distance form centerline in meters to write the chainages and save it. 

After saving that, click on the Update Chainage TAB on the right bottom corner.  



 
 

 
  



 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Data Input 



 
 

Data Input 
Once you have fixed the design parameters you can Input various design data from 

different input methods. 

 
 

Input Plan (Horizontal Alignment) Data 
 

 

 

Smart Road allows you to enter horizontal alignment data by two methods. Coordinate 

method and Horizontal angle, distance method. 

 
 

Coordinate Method 
 

 

 

To input plan data in the format of coordinates, you have to enter coordinates of each 

IP points with their respective label and radius. To perform this action, go to “Data 

Input” menu, go to “Plan” and select “Coordinate Method”. The following data input 

form appears. 

 

 

 
 
 

Now you can just type the required values in their respective columns or you can import 

the data from different source (CSV file, Active excel workbook, From Google Earth 

(KML) File, Active AutoCAD). 

 

 

You can export the data to different source (CSV file, To Google Earth (KML) File). 



 
 

How to save data in CSV file format 
 

 

 

To save data in CSV file format you can use Microsoft excel or you can use any 

text editor available on your computer like Note pad. 

 
 

Saving CSV file from Excel 
 

 

 

To save CSV file from the excel - 

□ Open a excel workbook 

□ Type the data or copy from other source in required columns 

□ Once data is ready go to Save as menu of Excel and in the Save as type option 

select “CSV (Comma delimited)” type, and click save button. 

□ Now you have created a new CSV file in the given location. 

(Note: Do not include Column headings in the CSV file) 
 

Saving CSV file from Note Pad 
 

 

 

You can also make CSV file from the Note Pad or any other text editors. Just type 

column data for each row and separate them with the comma (,). Like column1, 

column2, column3 and same for the next row. Now save the file with the extension 

“.CSV”. 

 
 

How to import data from CSV file 
 

 

 

To import data from CSV file, go to “Import” menu and select “From CSV”. An Open 

file dialog appears which allows you to browse the required file. Select your CSV file 

and press Open. If your data input form already contains some data then a message 

box will appear for the option to overwrite or append to existing data, select required 

option and now you have newly imported data in your data input form. 

 
 

How to import data from Active Excel Application 
 

 

 

To import data from Active excel workbook 

□ Open an Excel file which contains your data 

□ Select the required columns and rows 

□ Go to smart road’s data input form, from “Import” menu select “From Active 

Excel”. If something goes wrong then the respective message box will be 

displayed. 

□ If successful then you will have newly imported data in data input form. 

 
 

How to import data from Google Earth (KML) file 
 

To import data from KML file, go to “Import” menu and select “From Google Earth 

(KML) File”. An Open file dialog appears which allows you to browse the required file. 



 
 

Select your KML file and press Open. If your data input form already contains some 

data then a message box will appear for the option to overwrite or append to existing 

data, select required option and now you have newly imported data in your data input 

form. 

 

How to import data from Active AutoCAD 
 

 

 

To import data from active AutoCAD, go to “Import” menu and select “From Active 

AutoCAD”. Message appears into the AutoCAD – “Select object” which allows you to 

select the required polyline. Select your horizontal alignment and press Enter into the 

AutoCAD. If your data input form already contains some data then a message box 

will appear for the option to overwrite or append to existing data, select required 

option and now you have newly imported data in your data input form. 

 
 

How to Copy and Paste data from Excel work book to data input form 
 

 

 

You can also copy the required rows and column from excel workbook and paste it in 

the data input form. Select number of rows and columns in the excel workbook press 

“CTRL+C” to copy the data and in the data input form right click on the row header 

and select “Paste Data”. Or you can select the desired row and press “CTRL+V” to 

paste data. 

 

 
 

Once you have successfully imported the data Click “Save” Button to save the data in 

to your project. 
 

How to insert new row in the data input form 
 

 

 

To insert new row in the data input form, Right click in the row header and select 

“Insert new Row”. A new row will be added below the selected row. 

 
 

How to delete selected rows in the data input form 
 

 

 

To delete selected row in the data input form, select the desired row headers, right click 

in the row header and select “Delete Row” 

 

 



 
 

Horizontal Angle, Distance Method 
 

 

 

You can also input Plan data in the format of Horizontal angle and distance between IP 

points. The angle of first IP point is with respect to north and others are interior angle 

between IP points. Distance is IP to IP distance. You also have to specify the initial 

coordinate of the first IP point. 

To input data in the format of angle and distance, go to “Data input” menu, go to “Plan” 

and select “Angle, Distance method”. The following data input form appears where 

you can enter the data from different source. 

 

 
 

 
(Please refer to the previous topic for the details about importing data from different 

sources) 

 

Click “Save” to save the data in to your project. 



 
 

Input Profile 
 

 

 

Smart Road allows you to input Profile (Existing Ground Level) in the format of 

Chainage and Its RL (Reduced Level). You can also input remark for each chainage if 

available. 

To input Profile, go to “Data Input” menu and select “Profile”. The following data 

input form appears where you can enter the data from different source. 

 
 

 

 
(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

 

Click “Save” to save the data in to your project. 

 

Input Cross-Section 
 

 

 

Smart Road allows you to input Cross-section data by two methods. Offset from 

Center method and stepping method. 

 
 

Offset Method 
 

 

 

To input cross-section data from offset method, you have to specify the Chainage, 

distance of a point from center line and it’s RL, from left extreme to right extreme. Go 



 
 

to “Data Input” menu, go to “Cross-section” and select “Offset Method”. The 

following data input form appears where you can enter the data from different 

source. 

 

 
 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

 

Click “Save” to save the data in to your project. 

 

Stepping Method 
 

 

 

To input cross-section data from stepping method, go to “Data Input” menu, go 

to “Cross- section” and select “Stepping Method”. Now you can enter DX, DY 

and Remark of Left and Right side respectively. 

 



 
 

 

 
(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

 

Click “Save” to save the data in to your project. 

 

Input Benchmarks 
 

 

 

To input benchmark, go to “Data Input” menu and select “Bench Mark”. The 

following input form appears which allows you to enter the location of benchmark 

points. 

 



 
 

 
 

 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

 

Click “Save” to save the data in to your project. 

 

Input Surface Details 
 

 

 

You can also input the details of the surface like existing Houses, existing road trails, 

Private property, Electric polls etc. in the form of coordinates. To input surface detail 

data, go to “Data Input” menu and select “Surface Details”.



 
 

 
 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

 

Click “Save” to save the data in to your project. 

 

Input Soil Type 
 

 

You can enter chainage range wise soil type with its cut fill slope and the soil 

distribution. To input Soil type, go to “Data Input” menu and select “Soil Type”. 

You don’t have to provide the range of chainage here, just enter the chainage value 

and soil details where different soil type is found.  

 

 
 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

OS = Ordinary Soil  

HS = Hard Soil  

HR = Hard Rock  SR = Soft Soil  

MR = Medium Rock  

BMS = Boulder Mixed Soil 



 
 

Click “Save” to save the data in to your project. 

Input Pavement and Subgrade Data 
 

 

 

Smart Road allows you to input no. of sub-surface layers data in to your project. You 

can specify the sub-surface layers data in the range of chainage with their thickness 

and edge slope. Below is the short description about entering Sub-surface layer data. 

 

 
 

Input Pavement and Sub grade Data 
 

 

 

To input Pavement and Subgrade data go to “Data Input” menu, go to “Pavement and 

Subgrade Data”. Now you can enter the chainage range of Pavement and Subgrade 

layer and its Template type. 

 

 

 
 

 

 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

 

Click “Save” to save the data in to your project. 

 

Input Shoulder Data 
 

 

 

You can specify shoulder data in the range of chainage and the distinct 

parameters (width, thickness, and slope) for each side. You can also specify 



 
 

the slope of the triangle part. Shoulder is divided into two categories paved 

and unpaved. You can specify any types in any location. Even you can move 

the shoulder by giving Horizontal offset and Vertical offset. 

 

Go to “Data Input” menu and select “Shoulder Data”. 

 

 
 

 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

 

Click “Save” to save the data in to your project. 

 

Input Cross Drainage Structure 
 

 

 

Inside Cross Drainage you can select various types of cross drainage structure as shown 

in the given pic below- 

Go to “Data Input” menu and select “Cross Drainage Structure”. 

 

(NOTE: - Cross Drainage structure can also be placed according to the chainage in 

cross- section window. Cross Drainage structure is found on add structure library.)  

 



 
 

 
 

Input Cross Drainage Structure- Causeway 
 

 

 

You can specify the causeway data by giving the chainage location, its span, its 

thickness and remarks. Or you can also locate the causeway in specific chainage in 

cross-section windows by using the structure library.

 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 



 
 

Click “Save” to save the data in to your project. 

 

Input Cross Drainage Structure-Pipe Culvert 
 

 

 

Similar to Causeway you can also specify the data of Pipe Culvert by giving the chainage 

location, its length, Diameter, No. of pipes, Clear Cover Depth, Slope and Remarks. 

 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

 

Click “Save” to save the data in to your project. 

 

 

Input Cross Drainage Structure- Pipe Culvert with left catch-pit 
 

 

You can specify the Pipe Culvert with Left Catch pit data by giving its chainage 

location, its Length, Diameter, No. of pipes, Clear Cover Depth, Slope and its Remarks. 
 

 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

Click “Save” to save the data in to your project. 



 
 

 

Input Cross Drainage Structure- Pipe Culvert with Right catch-pit 
 

 

 

You can specify the Pipe Culvert with Right Catch pit data by giving its chainage 

location, its Length, Diameter, No. of pipes, Clear Cover Depth, Slope and its Remarks.

 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

Click “Save” to save the data in to your project. 

 

Input Cross Drainage Structure- Hume Pipe 
 

 

 
 

You can specify the Hume Pipe data by giving its chainage location, its Length, 

Diameter, and No. of pipes, Clear Cover Depth, Slope and its Remarks. 

 

 
 
 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

Click “Save” to save the data in to your project. 

Input Cross Drainage Structure- Bridge 



 
 

 
 

 
 

You can specify the Bridge data by giving its chainage location, its Length (span), 

Slab Thickness, Depth and its Remarks. 
 

 
 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

Click “Save” to save the data in to your project. 

 

Input Cross Drainage Structure- Slab Culvert 
 

 

 

You can specify the Slab Culvert data by giving its chainage location, its Length 

(span), Slab Thickness, Depth and its Remarks. 
 

 

 
 

(Please refer “Input Plan data” topic for the details about importing data from different 



 
 

sources) 

 

Click “Save” to save the data in to your project. 

 

Input Cross Drainage Structure- Box Culvert 
 

 

 

You can specify the Box Culvert data by giving its chainage location, its Length 

(span), Slab Thickness, Depth and its Remarks. 

 

 
 

 

 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

 

Click “Save” to save the data in to your project. 

 

Input Lane Splitter  
 

 

 

Sometimes we may require lane splitter in the road. Smart Road allows you to input 

Lane Splitter. 

Inside Lane Splitter you can select Jersey Block as shown in the given pic below- 

  

Go to “Lane Splitter” menu and select “Jersey Block”.  

 



 
 

 
 

 

Input Safety Barrier  
 

 

 

Sometimes we may require Safety Barrier in the road at certain section. Smart Road 

allows you to input Safety Barrier. 

Inside Safety Barrier you can select various types of Safety Barrier as shown in the 

given pic below- 

  

Go to “Safety Barrier” menu and select “Delineator Post” or “Crash Barrier”. 

 

 



 
 

 

 

Input Median Data 
 
Sometimes we may require Median in the road at certain section. Smart Road allows you 
to input Median. 
Inside Median you can select various sections for Median as shown in the given pic 
below- 



 
 

 
 

 
 



 
 

 
 

Input Variable Road Width Data 
 

 

 
Sometimes the road width may vary in a single project. Smart Road allows you to input 

data for the variable road width also. You can specify the left and right width in the 

range of chainage. Go to “Data Input” menu and select “Variable Road Width”.  



 
 

 
 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

 

Click “Save” to save the data in to your project. 

 

Input Pass By 
 

 

 

You can enter chainage wise pass by data with its length, width and transition length. 

You can specify both side width in a single row if pass by needed in both side of the 

road. To input pass by data, go to “Data Input” menu and select “Pass By”. 



 
 

 
 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

Click “Save” to save the data in to your project. 

 

Input Camber Side Data 
 

 

 

Sometimes camber side needs to be placed in single side to drain off the water from 

the road surface. Smart road allows you to input side of the camber in the range of 

chainage. If the camber side is not specified then both side camber is considered by 

default. Go to “Data Input” menu and select “Camber Side Data”. 

 



 
 

 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

 

Click “Save” to save the data in to your project. 

 

Input Extra Widening 
 

 

 

Smart Road allows you to input extra widening value, transition length, and placement 

of EW in the range of curve radius. To input extra widening data, go to “Data 

Input" menu and select “Extra Widening”. The default values are as per the standard 

formula and you can also input as required. You also can set new data as the 

default, just check the “Save as Global” Box in the left bottom of the form.

 



 
 

 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

 

Click “Save” to save the data in to your project. 

 

Input Super Elevation 
 

 

 

Similar to the Extra widening data you can also input super elevation data in the 

range of curve radius. Go to “Data Input” menu and select “Super Elevation”. 

 
 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

 

Click “Save” to save the data in to your project. 

 

Input Road Intersection 
 

 

 

In case of road intersection Smart Road also allows you input Road Intersection 

according to the chainage location for indication purpose while designing the road. 

 



 
 

 
 

(Please refer “Input Plan data” topic for the details about importing data from different 

sources) 

Click “Save” to save the data in to your project 



 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

WORKING 

WINDOWS 



 
 

After importing all the design data successfully, now you can view the working 

windows like Plan, Profile, and Cross-Section. You can also view the multiple windows 

like plan & profile, plan & cross-section, profile & cross-section, and plan, profile and 

cross-section. 

 
 

How to Navigate Working Windows 
 

 

 

You can navigate the working windows from menu. Go to “View” menu and select 

required item to display working windows. 
 

 
 

 

 

Or you can navigate different working windows from the tab panel in the bottom of main 

window. 
 

 
 



 
 

Plan Window 
 

 

 

Plan window is used to display the horizontal alignment of the road with road 

details like Road width, extra widening, structures, surface details, road extremes 

etc. 

 

 
 

Once you have entered the horizontal alignment data this window displays the 

drawing of Alignment with Horizontal curves and IP nodes. You can also edit the 

properties of IP nodes by selecting the required IP node with the help of mouse 

(just click on IP node) and the IP properties grid on the right top corner of 

Plan window displays the available properties (IP coordinate, Radius, LC,IP 

label) of selected IP. You can also change the Extra widening parameters of 

selected IP on same property grid. You can also change the visibility of different 

drawing layers in the Plan window. 

 

How to write chainage in Plan 
 

 

 

You can write the chainage in plan at desired chainage interval and can also write the 

chainage at BC, MC, and EC of horizontal curve. 

Go to “Data Input” menu and select “Design Parameters”. After opening the 

Design Parameters, go to Write Chainage and then set Chainage Interval in meters, 

choose true/false for showing/hiding BC, MC& EC chainage, give the distance form 

centerline in meters to write the chainages and save it. 

 

 

 



 
 

 
 

 
 

After saving that, click on the Update Chainage TAB on the right bottom corner. 

 

How to navigate in Plan 
 

 

 

You can easily navigate in Plan window by using the mouse. We have provided 

zoom/ pan features along with facility to navigate according to IP. 

 

How to Move/Pan 
 

 

 

Select the middle button of mouse and drag the mouse to the desired location. Or 



 
 

you can also select the pan    icon from the toolbar and move around the plan 

window. 

 

How to zoom in/out 
 

 

 

Zooming is also done pretty easily. All you have to do is move the scroll button in 

the mouse (i.e. the middle button) up and down to zoom in or out of the plan. 

This can also be achieved by selecting the appropriate zoom in/out  
  

  

buttons in the toolbar. 

 
How to Zoom All 

 
 

 
You can zoom in such a way that the entire plan is visible. To achieve this, click on the 
Zoom All 

 
button on the toolbar or right click on the Plan window and select Zoom 

All. 
 

How to zoom to specific area 
 

 

 
You can also zoom to specific area of your choice. To zoom to specific area, select 
the Zoom 

 
box button from the toolbar and specify the area you want to zoom into. This can also be achieved by right clicking on the plan window, selecting the zoom box and specifying the area to zoom into. 

 
 

How to navigate through the IP 
 

 

 

Navigation in Plan can be done through IP as well. By this way you can locate 

exact IP and navigate accordingly. To navigate according to IP, enter IP number 

in the search bar below the IP properties box and press enter. The IP you’ve 

entered will be selected. Now to navigate to backward IPs click on the “<<” 

button and “>>” button to navigate to forward IPs. Remember checking the 

zoom at IP option below the IP search bar will zoom into the currently selected 

IP as you navigate. 

 
 

How to change the visibility of Layers in Plan 
 

 

 

Plan data is divided in various layers and you can show/hide the layers as per your 

requirement. The available layers in the plan are shown under the Drawing Layers 

box in the window. You have to check the layer that you want to show in the plan, 

while the layer is hidden if you uncheck it. 

 

 

 

 
 
 



 
 

 

 

Check to make layer visible, 

uncheck to hide the layer. 
 

How to Change the properties of the Layers 
 

 

 

Similar to Auto CAD software, Smart Road is also provided with Layers Properties 

Manager. You can change the layer properties by selecting the active layers option as 

shown in the fig below:- 
 

 
 

 

 
 

 

 

 

 

 

 

 

 

 
 

 

Select for 
changing 

Layer properties 



 
 

 

How to Delete Layer Data. 
 

 

 

In case of any error while designing the road, you can also solve it by deleting the 

layers. It’s like similar to the Undo process. 

To delete the layer first select the layer in which you have mistaken. Then click the 

right button of mouse and select Flush Layer Data to delete the layer. 

After that you can again create the layer in proper manner. 

 

 

 
 

How to update cross-section related details in Plan 
 

 

 

Once you’ve designed all the cross-section, the changes should be reflected in Plan 

also. To reflect all the cross-section related details in plan go to “Plan” menu and 

select “Update road details”. This will update plan according to cross-section related 

details. 

 

 

 

 

How to clear road details 
 

 

 



 
 

Sometimes you may want to clear road details displayed in the plan. Remember 

clearing the road details will just clear the cross-section related details from the plan, 

but all your other data are kept intact. As a result you can regenerate the plan at any 

time. To clear the road details, go to “Plan” menu and select “Clear Road Details”. 

This will clear the road details keeping only IP in the plan. (Note: See above figure) 

 

 
 

How to Add/Edit Hairpin Bends 
 

 

 

You can also design Hairpin Bend in this software easily. To add hairpin bends in 

horizontal alignment, select an IP where you want to design a hairpin Bend and then 

right click and select “add/edit Hairpin Bends”. The following window appears: 

 
 

 
 

Enter “start, middle & end radius” and “straight length between the curves”. Then save it. 

Similarly, you can remove Hairpin Bends by right click after selecting the IP and 

clicking on “Remove Hairpin Bend”. 
 

How to introduce Transition Curves in horizontal curves 
 

 

 

You can introduce the transition curves (cubic spiral curves) before and after the 

circular curve in horizontal curves. To insert the transition curve select the IP and go 

to the “IP Properties”. 



 
 

Then enter the suitable “Transition Curve Length” and see the live reflect after the 

intersection of transition curve. 

 

 

 

 



 
 

Profile Window 
 

 

 

Profile Window displays current profile and allows you to perform various designing 

task. In the profile window, current profile along with properties of design points, 

various layers visible in the profile and factors that affect the profile such as vertical 

and horizontal scale, chainage interval are displayed. 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

Properties of Vertical 

IP Nodes 

Profile Canvas Layer and other properties 
regarding Profile 

Mass Haul 

Diagram 



 
 

How to zoom, pan in Profile 
 

 

 

Navigation in Profile is similar to navigation in Plan. The navigation buttons 

displayed in the toolbar (i.e. Pan, Zoom in, Zoom out, Zoom all, Zoom box) work in 

the profile window as well. Also when you right click in the Profile canvas, various 

menus regarding navigation is also displayed. And you can follow accordingly. 

 
 

How to show/hide Profile data layers 
 

 

 

Various types of data are displayed in the Profile along with actual profile diagram. 

These data are arranged in various layers. You can choose which data layer to display 

during design time. To show profile data layer, select appropriate layer from the data 

layer and set its property to true. If you want to hide the layer just set its property to 

false. 

 
 

How to change chainage display settings 
 

 

 

You can change the way chainage data is displayed in the profile by changing the 

chainage display settings. You can either display chainage as it is or display in 

fixed interval of your choice. To display chainage data in fixed interval set the “Fixed 

Interval” property in chainage settings to true. Setting it false will display all the 

chainage as you’ve entered. You can also set interval for fixed interval by putting 

your desired interval for chainage in “Chainage interval property”. 

If you want to display BC/MC/EC chainages set the “Show BC/MC/EC” property to true. 

 
 

How to change scale settings 
 

 

 

Profile diagram displayed in the Profile window can be scaled according to your 

choice. But remember this scale setting is applicable only for viewing purpose in the 

profile window. While generating final drawing reports you are asked to specify scale 

settings again. 

You can change scale settings by specifying scales of your choice in “Horizontal and 

vertical scale settings”. 

 
 

How to display grids in profile 
 

 

 

We know designing in profile is very tedious. To help designers we have added grids in 

Profile diagram during design time also. To display grids in profile, set “Gridlines” 

property to true. You can specify vertical and horizontal interval for grids in the 

Chainage interval and RL interval settings. 

 
 

  



 
 

How to insert Vertical IP 
 

 

 

Insertion of vertical IP (also known as design point) is main design process in profile. 

By default, the software automatically adds two design points (at start and end 

chainage). 

To add design point, right click on the profile canvas and select “Insert IP”. The mouse 

pointer 

Changes to    .Now click on desired position to insert design point. You can also insert 
design point by pressing “I” from the keyboard. 

 
 

How to move Vertical IP 
 

 

 

Moving vertical IP is easier like inserting design point. All you have to do is select 

the design point you want to move, right click on the profile canvas and select move 

IP. Now just drag the 

IP to a new location with the mouse pointer changed t o . You c a n  a c h i e v e  
s a m e  thing by pressing “M” from the keyboard and dragging the design point to 
new location. 

 
 

How to delete Vertical IP 
 

 

 

Deleting vertical IP is also very easy. Just select the IP you want to delete, right click 

on the IP and select “Delete IP” from the menu that appears next. Or you can 

select the IP and press delete key in the keyboard to delete the IP. 
 

How to navigate according to IP in profile 
 

 

 

You can move between IP in profile by using IP navigation box that lies below 

design point’s properties grid. To navigate between the IP, enter the IP number and 

press enter. It will take you to the IP you’ve just entered. Now click on “<<” button to 

navigate to backward IP and “>>” button to navigate to forward IP. Remember if you 

check “Zoom at VIP” option, profile will be zoomed in to the currently selected IP. 
 

How to change IP properties 
 

 

 

You can change IP properties like Chainage, RL and length of curve (LOC) from the 

IP property grid that is displayed in the top right corner of profile window. Here 

you can specify the Chainage, RL and length of curve as per your requirement for the 

currently selected IP. 

 

How to shift profile 
 

You can also shift profile either upward or downward from its original position. By 

applying negative value you can shift whole profile downward likewise by applying 

positive value you can shift whole profile upward. 



 
 

 

 
 

 

How to show Mass Haul Diagram 
 

 

 

 
You can see the mass haul diagram of profile in real time basis. Go to profile and select 

Profile from Menu Bar and select Mass Haul Detailed Diagram which shows the 

cumulative volume data of the profile which will be effective in cost optimization. Fig. 

given below:- 



 
 

 
 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 



 
 

Cross-Section window 
 

Understanding Cross-section window 
 

 

 

The cross-section window provides various utilities and methods to work in cross-

section design. Main parts of the cross-section window are labeled in the diagram 

below. Their description is as follows. 
 

 
 

a. Drawing canvas: 

Drawing canvas shows actual cross-section you are dealing with. It shows data 

related to that particular cross-section like chainage, existing level, design level and 

various types of calculated area. Structures added in the cross-section are also shown 

in the canvas. 

You can move around the cross-section canvas in way similar to that in Plan and Profile 

window (i.e. by using mouse or by using movement buttons in the toolbar). 

 

b. Navigation buttons: 

Navigation buttons are provided on bottom of the cross-section window. By these 

buttons you can navigate between cross-sections with ease. 

 

 

 

 
 



 
 

There is facility to shift the center line as well. Use appropriate buttons on “Shift 

center line” option to shift the center line as per requirement. 

You can directly jump to cross-section of your choice if you know the chainage by 

using “Goto chainage” option. All you have to do is type the chainage of cross-section 

that you want to jump to and press enter. It will take you to the required cross-section (if 

there is any). 

 

c. Left and Right structure list box: 

Structures added in the cross-section are listed in appropriate boxes either on the left 

side or right side of the cross-section window. Clicking on the structures in the 

structure box will show their respective properties in the structure property grid. 

You can also copy, paste or delete structures by selecting structure of your choice 

in the structure box and following the appropriate menu that follows when you 

right click on the structure. 

 

d. Structure property grid: 

This grid displays properties of currently selected structure in the active cross-section. 

You can change the properties of the structures as per requirement. Some examples 

of properties that you can change from the grid are span of walls, slope of 

structures, height and width of structures etc. 

 

e. List of available structures: 

This panel lists all the available structures in the cross-section whether they are built-in 

structures or customized structures. Along with the structures, cross-drainage 

structures like bridge, culvert, causeway etc. are also listed here. 

 

How to navigate in cross-section 
 

 

 

You can navigate in cross-section window by clicking on the available navigation 

buttons like Previous, Next, First and Last. 

 
 

How to jump to specific cross-section 
 

 

 

You can move to specific cross-section if you know its chainage. Enter chainage of cross-

section that you want to navigate to in the “Go to Chainage” box and press enter. This 

will take you to the cross-section related to the chainage you have just entered. 

 
 

How to edit cross-section ground data 
 

 

 

Situations may arise when you want to edit existing ground data of cross-section. 

In those situations you can edit cross-section data by clicking on “Edit” button placed 

near the navigation buttons. Clicking on “Edit” button will open cross-section ground 

editor where you can add, edit or delete data rows. When you are finished with editing 

task, click on “Save” button to save the changes that you made recently. 

This way allows you to edit cross-section data of one cross-section at a time only. If you 

want to edit cross-section data of multiple cross-sections, refer to “How to edit 

multiple cross-section data”. 



 
 

 

How to edit multiple cross-section ground data 
 

 

 

You can edit multiple cross-sections by clicking on “Cross-section” in the menu 

bar and selecting “Edit Cross-section Ground Data”. This will open cross-section 

ground editor which is same as above but with facility to navigate between cross-

sections. You can make changes to the cross-section data and press “Save” and 

navigate to next cross-section to make further changes. 
 

 
 

How to shift center Line 
 

 

 

To shift center line, click on the “>>” button or “<<” button placed alongside “Shift 

Center line” option in the cross-section window. You can also directly enter the shift 

value in the text box as well, enter positive number for left shift and negative number for 

right shift. 

 
 

How to copy Ground Level 
 

 

 

You can also copy ground level of adjoining cross-sections in the current cross-section. 

To copy ground level, click on “Cross-section” and select “Copy Ground level from 

previous cross- section” if you want to copy ground level of previous cross-section 

or select “Copy Ground level from next cross-section” if you want to copy ground 

level from next cross-section. 



 
 

You can achieve same by pressing “Q” or “W” respectively from the keyboard.  

 

 
 
 
How to add structures 
 

 

 

You can add structures either on the left or right side of the cross-section. To add 

structures, select appropriate structure from List of structures displayed in the cross-

section window. The mouse pointer now changes to  .Now click on left side or right 

side of the center line to add the structure in its required side. Once you are 

finished with placing structure, press escape so that focus returns to normal action in 

cross-section window. The structure you recently added will be listed in appropriate 

structure list box. 



 
 

 
 
 

How to edit structure properties 
 

 

 

Once you have added structures, you may be required to change its property. To edit 

structure properties, select the structure from appropriate structure box (i.e. left or 

right). The properties regarding the structure are displayed in the structure properties 

grid. You can make changes in the grid which are reflected in the cross-section canvas 

as you make them. 

However as cross-drainage structures aren’t listed in structure box, you have to select 

the cross- drainage structure first before you can change its properties. A selection 

point is placed in the cross-drainage structure itself. Clicking on the selection point 

will select the cross-drainage structure. Once the cross-drainage structure is selected 

its outline color is changed to blue. Now its properties are listed on the property grid 

and you can make changes as required. 



 
 

 
How to copy structures 

 
 

 

You can copy structure from one cross-section and paste it into any other cross-

section. To copy structure, first select the structure you want to copy from the 

appropriate structure list box. As you right click on the selected structure a menu 

appears next. Selecting “Copy” in the menu will copy your structure, now you can 

navigate to other cross-sections, select the appropriate structure box where you want 

to paste the structure. Right click inside structure box and select “Paste”. This will 

paste the structure. 

 

How to copy structures in range 
 

 

 

Another way to copy structures is copying them in range. By this way you don’t have 

to paste structure in each and every cross-section. To copy structures in range select 

the appropriate structure as mentioned above and select “Copy range” in the menu 

that appears when you right click. A copy structure window will appear next. In the 

window specify the range in which the structure has to be copied and appropriate side 

in which to copy the structure. Once done, click on “Copy”. This will paste the 

copied structure throughout the range of cross-section as you have mentioned. 

One other option in copy structure window is option of “Remove Existing Structure”. If 

checked this will remove all existing structure from the cross-section range before 

pasting the structure. However, if left unchecked this will not make any changes to 

existing cross-section but instead will add copied structures after any existing structure 

only. 

 



 
 

 

How to change the position of structure 
 

 

 

Once you have added structures, you may be required to change its position. To 

change structure position, select the structure from appropriate structure box (i.e. 

left or right). The appropriate structure as mentioned above and select “Move Up or 

Move Down” in the menu that appears when you right click. 
 

How to copy structures from adjoining cross-section 
 

 

 

There may be situations where you want exactly same kind of structures as in the 

adjoining cross-sections. In such situation it is better to use copy structure from cross-

section feature. By this way, all the structures in the adjoining cross-section are copied 

in the cross-section you are currently in. 

To copy structures from other cross-section, click on “Cross-section” and select 

“Copy structures from previous cross-section” if you want to copy structure from 

previous cross- section or select “Copy structures from next cross-section” if you 

want to copy structure from next cross-section. 

You can achieve same by pressing “A” or “S” respectively from the keyboard 

too. Remember this will remove all the existing structures in the cross-section 

first. 

 

 
 
 

How to delete structures 
 

 

 

Deleting structures from cross-section is easy. First select the structure you want to 

delete from the appropriate structure list box. Once the structure is selected, right 

click on the structure and select “Delete” in the menu that appears next. This will 

delete the structure that you have just selected. 

However in case on cross-drainage structures, a selection point appears on the 

structure itself. Click on the circular selection point to select the structure, right click 

and select delete to delete the cross-drainage structure.  



 
 

 
 

How to delete structures in range 
 

 

 

You can also delete structures that appear in cross-section range with ease. To delete 

structures in range, Click on “Cross-section” and select “Delete Structures 

(Range)”.A delete structure window opens next. In the window specify the structure 

that you want to delete, the cross-section range in which to look for the structure 

and the side in which to look for the structure and press “Delete”. 

You can delete only the first occurrence of the structure by selecting “Delete first 

occurrence only” option in the window. By this option only first structure will be 

deleted if more than one is found. 



 
 

 
 

How to find and replace drain 
 

 

 

You can also find and replace drains that you’ve added in the cross-section. To replace 
drains, select “Cross-section” menu and select “Find and Replace drain”. A find and 
replace drain window appears next. In the window specify the range, in which you 
want to look for the specified drain, the drain to replace, the drain to replace with, 
the side in which to look for the drain and press “Replace”. 
  

 
 

 
 



 
 

How to update cross-section 
 

 

 

Once you have done all the designing, it’s advised to update all the cross-sections. 

To update the cross-section select “Cross-section” menu and select “Update All 

Cross-sections”. This will update all the cross-section related data. 

You can also preview the cross-sections as they are updated. To update cross-

sections along with preview, select “Update All Cross-sections with preview” 

from the “Cross-section” menu. (Note: See Above Figure)



 
 

Profile - Plan window 

 

 
  



 
 

Profile – Cross Section window 
 

 

 

 

Cross Section - Plan window 

 

 
 
 



 
 

Plan - Profile – Cross Section window 
 

 
  



 
 

Working with DTM 
 
 

 

 
How to import points 

 
 

 
You have to import 3d points first while working in DTM. To import 3d points, go to “DTM” 
menu and select “Import 3D Points”. A 3d point input window will open next. In the 
window you have to specify the id of the point, its 3d coordinates and remarks (if any). 
Once you have added all the required data, press “Save” to save the data. The points 
you have just entered will be saved under “Terrain Points” layer. 
(Please refer “Input Plan data” topic for the details about importing data from different 
sources) 



 
 

  
There are three methods of importing 3D points 

¶ From CSV file 

¶ From Active Excel File 

¶ From Active AutoCAD File  
 

 
 

 
From CSV file, 3D points can be uploaded from specific location 
 



 
 

 
 
 
From Active Excel, 3D points can be imported to Smart Road by selecting the 3D points in the 
opened excel filed (MS excel need to be running to work this property)  
 



 
 

 
 
Click Save 
 

 



 
 

 
 
 

How to add a point 
 

 

 

You can also add a single point in Plan while working in DTM. To add a single 

point, go to “DTM” menu and select “Add Single 3D Point” and “click on screen” 

or “From Google Earth (KML) file” you can import from Google Earth. A form will 

open next where you have to specify the RL and the remark for the point you are 

about to insert. Press “OK” to insert the point once you are done with adding details 

about the point. 

 

How to find a point 

There are number of 3d points while working in DTM. If you want to find a single 

point among them, go to “DTM” menu and select “Find Point”. In the find point 

window that opens next, insert the point id for the point you are looking for and press 

“Go”. If the id you’ve entered is present, it will display the properties of that point. 

You can also zoom into the point while using Find Point by selecting “Zoom at point” 

option. 
 

How to select points 
 

 

 

You may want to select the points in plan while working in DTM. To select the 

points, make a selection area by pressing the left button of mouse. Every point 

inside the area you have just made will be selected. 



 
 

(Selection of boundary, break lines and structures can also be done using same process.) 
 

How to delete point 
 

 

 

If there are any unwanted points in the plan, you may want to delete them. To delete 

points, first select the points as stated above and press “Delete” in keyboard. Or you 

can right click after selecting the points and select “Delete” from the menu that 

appears next. 
(Deletion of boundary, break lines and structures can also be achieved in same way.) 

 

How to draw boundary on screen 
 

 

 

You may want to draw boundary over your data while working in DTM. To draw 

boundary, go to “DTM” and select “Draw boundary” then “Draw on Screen”. Now as 

the mouse pointer changes, start clicking on the plan where you want to draw the 

boundary if you want to back one step press “Backspace”. When you have drawn the 

boundary as required press “C” to close and press “Enter” to save the boundary line 

you’ve just drawn. Boundaries are saved under “Boundary” layer.  

 
 
 

How to define boundary from AutoCAD 
 

 

 

You may want to define boundary from AutoCAD over your data while working in 

DTM. To define boundary from AutoCAD, go to “DTM” and select “Draw boundary” 

then “Define from AutoCAD”. Go to AutoCAD and then select boundary then press 

enter to save the boundary line you’ve just define. Boundaries are saved under 

“ Boundary” layer. 

  



 
 

How to define boundary from file 
 

 

 

You may want to define boundary from file over your data while working in DTM. To 

define boundary from file, go to “DTM” and select “Draw boundary” then “Draw on 

screen”. Or you can select “Import from File”. Import boundary window appear on the 

screen. Press save button to save the boundary line you’ve just define. Boundaries are 

saved under “Boundary” layer. 

 
 

 
 

 

 

 



 
 

How to Interpolate Between two point

 
 

 

 

You can also interpolate point between two points in Plan while working in DTM. To 

interpolate points, select two points on screen, go to “DTM” menu and select 

“Interpolate between two Points”. A form will open next where you have to specify the 

number for the point you are about to insert. Press “OK” to insert the point once you are 

done with adding details about the point. 

 
 

How to triangulate points 
 

 

 

Triangulation is must for generating contours. After placing all the alignment points, you 

can now triangulate your data. To triangulate data, go to “DTM” menu and select 

“Triangulation”. You can triangulate data either “With feature lines” or “Without 

feature line”. Triangulated data are saved under “Triangles” layer. 

  



 
 

 
 

 
 

 
  



 
 

How to Import TIN from file 
 

 

 

Triangulation is must for generating contours. After placing all the alignment points, you 

can now import triangles from TIN file. To import triangle data, go to “DTM” menu and 

select “Import TIN” then “From TIN File”. Triangles data are saved under “Triangles” 

layer. 

How to Import TIN from AutoCAD 
 

 

 

Triangulation is must for generating contours. After placing all the alignment points, you 

can now import triangles from active AutoCAD. To import triangle data, go to “DTM” 

menu and select “Import TIN” then “From Active AutoCAD”. Select triangles in 

AutoCAD then press enter key. Triangles data are saved under “Triangles” layer. 
 

How to calculate surface area 
 

 

 

After triangulation, you can now calculate surface area. To calculate surface area, go to 

“DTM” menu and select “Calculate Surface Area”. A message box window opens 

next. 
 

How to generate contours 
 

 

 

After triangulation, you can now generate contours. To generate contours, go to “DTM” 

menu and select “Calculate Contour Lines” then “Generate Contours Lines”. A 

generate contour window opens next. In there, enter various contour settings such as 

contour level, major contour index etc. and press “OK”. Contours will be generated 

next as per the settings you’ve entered. 

 
 
 

How to define contours lines from AutoCAD 
 

 

 

After triangulation, you can now define contours. To define contours, go to “DTM” menu 

and select “Calculate Contour Lines” then “Define from AutoCAD” then “Major 

Contour Lines” or “Minor Contour Lines”. Select data into AutoCAD and press 

Enter”. Contours will be generated next. 



 
 

How to Draw Horizontal Alignment on Screen 
 

 

 

Once you have all the 3d points, you can now place alignment in the plan. To place 
alignment, go to “DTM” menu and select “Horizontal Alignment” and then 

“Draw on Screen”. The m o u s e  p o i n t e r  c h a n g e s  to   . Now click anywhere 

on the plan where you want to place the alignment. Move the mouse to a new 
location and click as stated earlier to add new alignment. Repeat the same process 
until you have added all the alignment. If you have make mistake to place alignment 
then you can press backspace button to back one step. Once you have finished adding 
alignments, press enter to save alignment data. Alignment will be saved under 
“Horizontal Alignment” layer. 

 

 
 
 

How to Draw Horizontal Alignment by remark 
 

 

 

Once you have all the 3d points, you can now place alignment in the plan. To place 

alignment, go to “DTM” menu and select “Horizontal Alignment” and then “Define 

by 3D Points Remark”. A dialog box appears to enter point remark. Now input 

remark and then press ok button. Alignment will be saved under “Horizontal 

Alignment” layer. 



 
 

 
 

 

 

 

 

 
 

  



 
 

How to Draw Horizontal Alignment from AutoCAD 
 

 

 

Once you have all the 3d points, you can now place alignment in the plan. To place 

alignment, go to “DTM” menu and select “Horizontal Alignment” and then “Define 

from AutoCAD”. A message will be appear into the AutoCAD. Select polyline and 

press enter button. Alignment will be saved under “Horizontal Alignment” layer. 

 
 

How to add alignment between IP points 
 

 

 

You can add alignment between IP points as well. To add alignment between IP 

points, first select the IP from where you want to insert alignment. Now right click on 

the selected IP, and select “Insert IP before me” or “Insert IP after me” and insert IP by 

clicking on the plan.  

 

 

How to move alignment points 
 

 

 

In case you want to make changes to the alignment points you have just entered, press 

“Control (CTRL)” key in the keyboard. Now select the alignment point you want to 

move and drag the alignment point to its new location and release the mouse. 

You can also move alignment point from the IP properties grid directly. All you have to 

do is type new properties for the alignment point and press enter. This will relocate your 

alignment point. (Note: Shown in figure above also) 

 

Remember while moving alignment point, if any of the curve is overlapped, a red 

cross marks the overlapped portion. You are advised to make changes to alignment 

points in such situation. 
 

How to change radius of alignment point 
 

 

 

If any curve id formed while placing alignment points, the software automatically fixes 

radius of curve. However you can also change the radius of alignment points as 

required. To change radius of alignment point, first select the respective alignment point. 



 
 

Now change the radius value of the alignment point from the IP property grid and press 

enter. 

 

 
 

How to delete alignment points 
 

 

 

If you want to delete alignment points, first select the alignment point you want to delete. 

Once selected, right click on the alignment and click on remove IP

 
 

 

How to draw break lines 
 

 

 

Drawing break lines is same as drawing boundary. However break lines can be drawn 



 
 

between 3d points only. To draw break lines go to “DTM” menu and select “Draw 

Break lines”. Now select the starting point for the break line among the 3d points and 

go on selecting the points as you require. When you have drawn the break line of your 

choice, press “Enter”. This will save the break line while also asking you for a remark 

for the break line you have just drawn. Break lines are saved under “Feature line” 

layer. 
 

How to draw structures on screen 
 

 

 

Many a times it is required to draw structures in the plan. To draw structures, go to 

“DTM” menu and select “Draw structure” then “Draw on Screen”. Now as the 

mouse pointer changes, insert various points for the structure by clicking on the plan. 

When you are done press “Enter” or to undo press “Backspace” button to move one 

step back or press “C” to close the structure. To save the structure along with the 

remark for the structure. Structures are saved under “Surface details” layer. 

 
 

How to define structures from AutoCAD 
 

 

 

Many a times it is required to define structures in the plan. To define structures from 

AutoCAD, go to “DTM” menu and select “Draw structure” then “Define from 

AutoCAD”. Go to AutoCAD and then select structure then press enter to save the 

structure line you’ve just define. To save the structure along with the remark for the 

structure. Structures are saved under “Surface details” layer. 

 

How to define structures from 3D Points remark 
 

 

 

Many a times it is required to define structures in the plan. To define structures from 3d 

point remark, go to “DTM” menu and select “Draw structure” then “Define from 3D 

Points Remark”. An input box appears on the screen. Type remark and press enter 

button. To save the structure along with the remark for the structure. Structures are 

saved under “Surface details” layer. 

 
 

How to define structures from Google Earth 
 

 

 

Many a times it is required to define structures in the plan. To define structures from 

Google earth, go to “DTM” menu and select “Draw structure” then “Define from 

Google Earth (KML) File”. A Brower box appears on the screen. Select KML file and 

press open button. To save the structure along with the remark for the structure. 

Structures are saved under “Surface details” layer. 

 
 

How to calculate profile and cross-section data 
 

 

 

While working in DTM, profile and cross-section related data are automatically 

calculated by Smart Road. To calculate data, go to “DTM” menu and select “Calculate 

Profile and X-section Data”. A data calculation window opens which will allow you to 



 
 

enter various settings for profile and cross-section related data. In the window you can 

specify chainage interval for profile, cross-section interval, distance of left side and right 

side for individual cross section. There is option to calculate both profile and cross-

section, or you can calculate any of them only also. 

 
 

How to calculate 3D Points from X-section Data 
 

 

 

While working in DTM, 3D point’s data are automatically calculated by Smart Road 

from x- section data. To calculate data, go to “DTM” menu and select “Calculate 3d 

points from x- section Data”. The calculated data will be displayed in sort. (See Figure 

Above)  

 
 

How to generate cross-section at specific chainage 
 

 

 

It’s possible to generate cross-section at particular chainage also. To generate cross-

section at particular chainage, go to “DTM” menu and select “X-Section at Chainage”. 

In the cross- section generator that appears next, enter the chainage at which you want 

to generate cross- section and length of left side and right side for the cross-section and 

press “Generate”. This will generate the cross-section at that particular chainage. You 

can save the cross-section thus generated by pressing “Save”. (See Figure Above)  



 
 

 
 

How to import details from DXF 
 

 

 

It’s possible to import details from drawings. To import details from any drawing first 

open the drawing in “AutoCAD” then go to “DTM” menu in SMART ROAD and then 

select “Import details from DXF file” now you can select the layers you want to make 

read by Smart Road, then click “read” option. 

(NOTE: While importing the details from DXF files please close the AUTO CAD window 

before importing the details. AUTO CAD file should be in .dxf not in .dwg) 

First select the layer data type which you want to import then select “YES” 

option. After selecting the entire chosen layer then select “Read Layers” to 

import details. 

 
 



 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 



 
 

How to export DTM points to KML 
 

 

 

The DTM points can be exported to KML file. First go to “DTM” menu then select 

“export to Google Earth (KML) file” then you will get following command. 

 

 
 

Now you have to “make new folder” then press “ok” 

To save it in KML format (you can open this KML file on Google Earth). 

 

  



 
 

Add Structure 

We have different kinds of structure that can be assigned to Road like Footpath, Kerbstone, Drains, 

and Retaining Walls which can be easily added in the cross-section of Road using the “Add 

Structure” window. 

 

 

 

Custom Masonry Retaining / Breast Wall 

Go to “Add Structure” in the left tab windows and Go to “Custom Masonry Retaining / Breast 

Wall” option.  

 



 
 

Custom Gabion Retaining / Breast Wall 

Go to “Add Structure” in the left tab windows and Go to “Custom Dry Retaining / Breast Wall” 

option.  

 

 

 

  



 
 

Custom Dry Retaining / Breast Wall 

Go to “Add Structure” in the left tab windows and Go to “Custom Dry Retaining / Breast Wall” 

option. 

 

 

Custom Dry Retaining / Breast Wall 

Go to “Add Structure” in the left tab windows and Go to “Custom Dry Retaining / Breast Wall” 

option.  

 

Custom Cantilever Retaining / Breast Wall 

Go to “Add Structure” in the left tab windows and Go to “Custom Cantilever Retaining / Breast 

Wall” option. 

 



 
 

 

Custom Kerbstone / Footpath 

Go to “Add Structure” in the left tab windows and Go to” Kerbstone or Footpath” option  

 

  

 

Custom Drain 
Go to “Add Structure” in the left tab windows and Go to “Drain” option 

 



 
 

Cut/ Fill line 

Go to “Add Structure” in the left tab windows and Go to “Cut/fill line” option. This option is 

helpful when the cut or fill line is not shown in specific cross-section. 

  

 

Tools  

Go to “Add Structure” in the left tab windows and Go to “Cut/fill line” option. This option is 

helpful when distance between two points is needed to be measure, to add/move Ground points, 

move slope end lines. 



 
 

 

 

Custom Half line Drain 

Go to “Add Structure” in the left tab windows and Go to “Half Line Drain” option 

 

 

 

Custom Revetment wall 

Revetment Wall is basically provided to add support to the field soil and usually used as the Breast 

Wall. To apply this structure, go to “Add Structure” in the left tab windows and Go to “Revetment 

Wall” option 

 



 
 

 

 

Custom Parapet wall 

Parapet Wall is basically at the level of formation level and isn’t applied overall length of the road 

but is actually provided at certain spacing. This wall provides the safety to the vehicle from falling 

down from the high elevation hilly roads out of the road. 

To apply this structure, go to “Add Structure” in the left tab windows and Go to “Parapet Wall” 

option 

 

 

Customize Gabion Walls 

 
 
Smart Road also provides the facility of customizing Gabion walls as per the 



 
 

designer’s requirement. You can create both Gabion Retaining and Gabion Breast wall 
as required. Go to “Tools” menu and select “Customize Gabion Wall”. 
 

 
 
Click on “New” button to create new gabion wall, specify wall name and type and press 
ok. Now a newly added wall will be displayed in the list. Select the Structure to modify. 
You can add new blocks to wall by clicking “Add Box” button. Select a gabion box to 
edit its property. Finally click Save to make changes to the wall. 
 

Customize Structures 
 

 

 

Smart Road provides you the facility of customizing structures as required. 

You can make your own Drains and Walls. You can find the “Customize 

Structure” menu item under the “Tools” menu. The following window appears 

which allows you to manage the custom structures.  

 

 

 

 

 



 
 

 
 

 

 

You can find the list of Structures categorized by their type in this window. 

You can select the required structure to modify or to delete. Drawing 

canvas draws the structure as per the structure’s parameter where 

property grid displays the parameter of the structure. You can change the 

parameter of the structure by typing the required value for the parameter 

in the property grid. 
 

  

 

List of Structure 

Drawing Canvas Foundation Layer 



 
 

How to Create New Structure 
 

 

 

To create a new structure Press “New” button on the bottom of the window and the 

following form appears which allows you to select the type of Structure and enter 

the name for the new structure. 

 

 
 

Click “OK” to create new structure with the given name and type. 

 
 

How to edit Structures Parameters 
 

 

 

Once you have created the new structure you can find it in the structure list panel. 

Select the structure which you want to modify. The drawing of the structure 

according to its parameter will be displayed in the drawing canvas and you can 

change the parameters in the property grid as required. Any change in the parameter 

of the structure causes the drawing canvas to redraw the structure with the edited 

parameters, so you can see reflect of change you have made in the structure. Press 

“Save” Button to save the structure. 

 

 
 

How to add Foundation layer 
 

 

 

You can add foundation layer of any structure. Select the “Structure Foundation 

Layer” then new windows opens like as shown in the fig. below. Then click “Add 

Layer” option, New Layer will be created. You can edit new layer by selecting it 

and adding the “Layer Name” and it’s “Thickness”. To save the foundation layer 

select “ok” option. You can see the foundation layer by zooming the structure on 

drawing canvas. 
 



 
 

 
 

Parameters of the Unlined Drain 
 

 

 

 

 
  



 
 

Parameters of Lined Drain 
 

 

 

 
 

 

Parameters of Masonry Wall 
 

 

 

 
  



 
 

Parameters of Cantilever Wall 
 

 

 

 

 

Parameters of Revetment Wall 
 

 

 

  

 

  



 
 

Parameters of Parapet Wall 
 

 

 

 
 

 

Parameters of Safety Barrier 
 

 
 
 

  
 



 
 

Parameters of Half-line Drain 
 

 
 

 
 

How to export customized structures 
 

 

 

Smart Road allows you to export the customized structures in a file so you can share 

it with other designers or you can backup it. Go to “Import/Export” menu and select 

“Export to file”. A file dialog appears which allows you to select the location and 

file name for the file to be exported. Press “Save” button to export the structures. 

 
 

How to import customized structures 
 

 

 

Smart Road also allows you to import customized structures from a file which is 

previously exported from Smart Road. Go to “Import\Export” menu and select “Import 

from File”. A dialog appears which allows you to select the exported structure file. Select 

file and press “Open” button to import the structures. If the structure with the same 

name exists a conformation dialog will appears to provide the option for overwrite or 

ignore the structure. Select required option and you can now see the newly imported 

structures in the structure list. 

 

Customize pavement and sub-grade 

 

Smart Road also provides the facility of customizing Pavement and sub-grade as 

per the designer’s requirement. Go to “Tools” menu and select “Customize 

Pavement and sub- grade”. Click on “New” button to create new pavement, specify 

pavement name and press ok. Now a newly added pavement will be displayed in the 

list. Now you can click on that pavement model on which you need to modify or design. 

You can add layer on both right and left side by click on “add layer” option. 

 

 



 
 

 
 

 
 

 
 

 
You can design the properties (thickness, triangle edge) of each layer by click on each 

as shown above. 

 

Customize Kerbstone 

 

Smart Road also provides the facility of customizing Kerbstone as per the 

designer’s requirement. Go to “Tools” menu and select “Customize Kerbstone”. 

 



 
 

 
 

 

 

 

Click on “New” button to create new Kerbstone, specify Kerbstone name and press ok. 

Now a newly added Kerbstone will be displayed in the list. Now you can click on that 

Kerbstone model on which you need to modify or design. You can change the 

properties as per your requirement. 

 

Customize Footpath 

 

Smart Road also provides the facility of customizing Footpath as per the designer’s 

requirement. Go to “Tools” menu and select “Customize Footpath”. 

 



 
 

 
 

 

 
 

 
 

Click on “New” button to create new Footpath, specify Footpath name and press ok. 

Now a newly added Footpath will be displayed in the list. Now you can click on 

that footpath model on which you need to modify or design. You can add/delete 

layer and can change the properties of each layer by clicking on that. 

 

How to customize a Median 
 

Smart Road also provides the facility of customizing Median as per the designer’s 

requirement. Go to “Tools” menu and select “Customize median”. 



 
 

 

 
 

 

 

 

 



 
 

 
 

 

Click on “New” button to create new Median, specify Median name and press ok. 

Now a newly added Median will be displayed in the list. Now you can click on that 

Median model on which you need to modify or design. You can add/delete kerb 

stone and drain can change the properties of each items by clicking on that option. 

 

 
 
How to customize a drawing frame 
 

 

 

Smart Road allows you to customize drawing frames as per your requirements. To 

customize a drawing frame first go to “Tools” in the menu bar and then select 



 
 

“Customize Drawing Frame” then the following dialogue box appears: 

 

 
 

 

Then select a template frame from drawn-down menu (A3 or A4).After that a sample 

frame appears in the main window. Now you can change the format and edit the text 

as per your requirements.  

 
  



 
 

How to format the frame: 
 

 

 
 

First select the unwanted line from sample frame and delete it. Then draw the line at 

desired place by taking the line command from the” tool bar” on left side. 

 
 

How to edit text: 
 

 

 

Click on the respective rectangular box above the text to select that text. The selected 

text appears to be red. Then go the text properties on the right side of the frame. After 

that set the font size and enter the desired text in the “Text” area.  
 

 

 
 

How to insert the new text: 
 

 

 

In order to insert the new text in the frame, select the text command from the tool bar 

at the left side and click on the place where you want to insert it. Then go to “Text 

Properties” and set the font size, text alignment and enter the desired text. 

 



 
 

How to delete the text: 
 

 

 

Select the unwanted text and enter delete to delete the text.  

 
 

 
 
Flexible Pavement Design and Analysis 

 

Smart Road enables you to Design and Analysis the Flexible Pavement as per road 

note 31 by traffic volume analysis. Go to “Tools” menu and select “Flexible 

Pavement Design and Analysis”. 

  
 



 
 

 
 

Click on “New” button to create new pavement layer to be designed, specify pavement 
layer name and press ok. Now a newly added pavement will be displayed in the list. 
Now you can click on that pavement layer model on which you need to design. You can 
provide pavement name and design parameters of pavement from the traffic survey 
data and CBR data, also you can add vehicle and change the properties (vehicle name, 
vehicle number and vehicle type) by click on the new vehicle on the list. Finally, the 
“pavement design catalogue” will be designed according to your design data and you 
can obtain the drawing of the designed pavement on right side of the pavement 
design box. Now, click on “design and apply pavement and sub grade” option to 
export the designed pavement layer to “customize pavement and subgrade layer” 
now you can add the pavement in required Chainage from the tool “data input” from 
the option “pavement and sub grade data”. 



 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Reporting 



 
 

Exporting Drawing to DXF 

 
On the completion of the project smart road allows you to export design related drawings 

to DXF such as Plan, Profile, Cross section, plan and terrain, strip plan, index plan and 

plan and profile. 

 

 
 

How to export plan and terrain to DXF 
 

 

 

To export plan and terrain to DXF, go to “Reports” menu, go to Export drawings to 

DXF” and select “plan and terrain”. Now the plan sheet is exported to DXF format 

and you can open it in AutoCAD. 

The sample of the exported DXF file is shown below. 

 

 

How to export plan and profile to DXF 
 

 



 
 

 

To export plan and profile to DXF, go to “Reports” menu, go to Export drawings to 

DXF” and select “plan and profile”. Then you can manage the plan and profile 

sheets by changing the “export settings”. Now the plan and profile sheet is exported 

to DXF format and you can open it in AutoCAD.  

 

 

 
 

 

How to export Plan to DXF 
 

 

 

To export Plan drawing to DXF, go to “Reports” menu, go to “Drawings”, select 



 
 

“individual sheet” and click on “plan”. 

Now the plan sheet is exported to DXF format and you can open it in AutoCAD. 

 

 
 

 

How to export Cross-Section to DXF 
 

 

 

To export cross-section to DXF, go to “Reports” menu, go to Export drawings to 

DXF” and select “Cross-section”. Specify paper size, number of cross-section per 

sheet, Drawing frame and press “export”. Now the cross-section sheets are exported to 

DXF format and you can open it in AutoCAD in managed form. 



 
 

 

 

 

 

 

How to export Profile to DXF 
 

 

 

To export profile drawing to DXF, go to “Reports” menu, go to “Export drawings to 

DXF”, select “individual sheet” and click on “profile”. Specify the paper size, plot 

length, plot height, drawing frame and other required settings and press "Export”. 

Now the profile sheets are exported to DXF format and you can open it in AutoCAD in 

managed form. 

 



 
 

 
 
 

 

How to export strip plan to DXF 
 

 

 

To export strip plan to DXF, go to “Reports” menu, go to Export drawings to DXF” 

and select “strip plan”. Now the strip plan sheet is exported to DXF format and you 

can open it in AutoCAD. 

 
 

How to export index plan to DXF 

To export index plan to DXF, go to “Reports” menu, go to Export drawings to DXF” 

and select “index plan”. Now the index plan sheet is exported to DXF format and you 

can open it in AutoCAD. 

 

 



 
 

NOTE: All the drawings exported to DXF will be saved on the folder you make by 

writing on “file name” and on the “file location” you kept while creating new 

project. 
 

How to export Quantity to Excel 
 

 

 

To export quantity data to Excel, go to “Reports” menu and select “Volumetric data 

(Quantity)”. 

 

 
 
 

How to export Curve data to Excel 
 

 

 

To export curve data to Excel, go to “Reports” menu and select “Geometric data 

(Curve Data)”. 

 

 
 

Tables 
 

 

 

Finally you have the option to print directly or export all the excel sheets to CSV format 

from the option “tables” in “reports” menu. You can do page setup and can see the 

preview of that page from the option “print preview” and finally can print that page. 

(Note see above figure also) 



 
 

 
 

Smart Plotter 
For printing drawing in Selected Size, Corresponding drawing template should 

be selected while extracting the Drawing Report into the AutoCAD. 
For Plan and Profile: 

1. Open the AutoCAD drawing to be plotted 

2. Open Smart Plotter 

3. Select Printer 

4. Select Paper Size 

5. Input number of Copies to be printed 

6. Click on “Pick Window” 

7. Open AutoCAD drawing 

8. Select Top Left Corner of the 1st Frame 

9. Select Bottom Right Corner of the 1st Frame 

10. for Block Gap, Click Top Right Corner of the 1st Frame 

11. Click on Top Left Corner of the 2nd Frame 

12. In “Plot Style Table”, choose “monochrome .ctb” 

13. Give the Scale Factor 

14. Scale: 

For plan and profile: 1:1 

17. Click on Plot. 



 
 

 

 
 

 

For Cross-Section: 
1. Open the AutoCAD drawing to be plotted 

2. Open Smart Plotter 

3. Select Printer 

4. Select Paper Size 

5. Input number of copies to be printed 

6. Click on “Pick Window” 

7. Open AutoCAD drawing 

8. Select Top Left Corner of the 1st Frame 

9. Select Bottom Right Corner of the 1st Frame 

10. for Block Gap, Click Top Right Corner of the 1st Frame 
11. Click on Top Left Corner of the 2nd Frame 

12. In “Plot Style Table”, choose “monochrome [Type here] .ctb” 
13. Give the Scale Factor 

14. Scale: For plan and profile: 5:1 

16. In block count give the number of blocks to be plotted 

17. Click on Plot. 



 
 

 

 
 

 

Rate Analysis 
 

 

 

Finally you have the option for Rate Analysis Report to export all the Excel Sheets of 

DPR Report which can be done by selecting option “Rate Analysis Report” in “reports” 

menu.  

 

 



 
 

 
 

Insert The Department under which this contract falls, Contract Name, Contract No etc. and click 

OK. 

 

 
 

Click OK 

 


